Series 50M76
2-Piece Ball Valve

<SHARPE’

Valves, Automation & Controls

Features

e Full port

e 1000 WOG

e 316 Stainless Steel

* Locking device

® Blow-out proof stem

e Oval handle available
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I I | 200 | 043 | 181 | 400
- 2 ] 3/8 | 200 | 043 | 181 | 400
E - lE 1/2 | 236 | 050 | 189 | 4.00
v R e [l e i | e | 3/4 | 275 | 080 | 204 | 500
3 | 1| 325 | 100 | 244 | 575
w N | 11/4 | 380 | 125 | 256 | 575
N L — ) /2| 433 | 150 | 296 | 750
& < 2 | 527 | 200 | 325 | 750
< 3 212 658 | 250 | 500 | 973
% = n 3 | 755 | 300 | 540 | 973
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Parts & Materials

No. Part Name Qty Material

] Body 1 316 Stainless Steel
2 Ball ] 316 Stainless Steel
5 Cap 1 316 Stainless Steel
4 Seat 2 RTFE

5 Gasket 1 PTFE

6 Stem 1 316 Stainless Steel
7 Stem Packing 1 Set | PTFE

8 Handle ] 304 Stainless Steel
9 Nut ] 304 Stainless Steel
10| Thrust Washer ] PTFE

1T | Galand Nut 1 304 Stainless Steel
12 | Spring Washer 1 304 Stainless Steel
13| Handle Cover ] Plastic

14 locking Pad ] 304 Stainless Steel

Technical Information

FOR 2-1/2"~3"

Size. Cv = Weight Pressure and Temperature Ratings
1/4 06 7 1500

38 6 05 s 1250

12 0.7 g 1000 <

3/4 | 35 1.1 < 50 \\

1 47 1.7 S RTFE "\
/4 | g 26 g 900 N
11/2 | 105 41 = 250 N

- Al i Op 50 100 150 200 250 300 350 400 450 500
2']3/ 2 2;3 ;‘211 Maximum Temperature °F

Ordering

Fig: 1/2 - 50M76
Description: 1/2" - Series 50M76

Size Series Options
1/4 ' 1174 50M76  |OH|Oval Handle
38 1172
1/2 2
34 212
1 3

Toll Free (877) 7742773 | Local (708) 562-9221 | Fax (708) 562-0890 | www.sharpevalves.com
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Due to continuous development of our product range, we reserve the right to change the dimensions and information for this product as required.



