Solids Handling
Pedestal Pumps

* Available in: 300 Series Investment
Cast Stainless Steel, Stainless Steel
Fitted Cast Iron or Cast Bronze
Construction (See Pricebook for
Specific Model Availability)

* Mechanical Seal
+ Stainless Steel Viton®
¢+ Cast Bronze Viton®

¢ Cast Iron Buna-N or Viton®
+ Optional Silicon Carbide
*3/4 to 1-1/2" NPT Suction
Port Sizes

* 1/2" to 1-1/4" NPT Discharge
Port Sizes

STRAIGHT CENTRIFUGAL PEDESTAL PUMPS

* Maximum Temperature
Stainless Straight * Buna-N 180° F
Pedestal + Viton" 200° F

* Maximum 4000 RPM

AMT Straight Centrifugal
Pedestal pumps are designed for
continuous duty OEM, Industrial/
Commercial and processing applications
including: circulation, chemical processing,

Performance of Straight Centrifugal Pedestal Pumps
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40 {130 A = 3682 Series 3/4"x1/2" 0.58 HP [0.43 kW]

B = 3694 Series 1%:"x1" 1.95 HP [1.45 kW]
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C = 5034 Series 1%:"x1%" 3.35 HP [2.50 kW]

2 | ~ liquid transfer, heating and cooling. The
wl N high head models are ideal for sprinkler
- o0 N systems and pressure boosting.Pumps are
g% G designed to handle liquids with solids
3 2 :: ~_ N contents or dissolved solids and debris up
Tl D\ N\ i to 7% of liquid volume.
MPSEAN 2, N\ E | o |
2 \A AN N\ - These units are available in a variety
*1 2 \ N\ 30 of construction and seal materials.

Pull-from-the-rear design permits easy
servicing without disturbing any piping.
Pedestals feature CNC machined
shafts with sealed ball bearings.
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Capacity @ 3450 RPM
(*)Convert to psi, divide by 2.31  Liquid - Water specific gravity 1.0
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oL Solids Handling Pedestal Pumps
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Pump Dimensional & Specification Data

Modet | A | B | ¢ | o | E | F | 6@ | 4 | k mpia)] L | w | H
General Service Models
5034 | 2.3[5.7] | 3.418.6] | 3.0[7.6] | 42(8.6] | 1.5(3.8] | 0.5[1.3] | 0.5[1.3] | 35(8.9] | 20(5.0] | 3/4 |10.7[27.2]|8.4 [21.4]] 9.2 [23.5]
3694 | 1538 | 20501 WA |32[811] 131331 [03[071]03[0.77]|30(7.6] [1.3[3.31] 58 |67[17.01]|6.4[16.3]|5.7[14.4]
5.1[12.9]

3682 |1538] | 1.9148 [ WA [32B11[1435 [03[0.7 0307|306 [13[331 58 [66[16.71[57[14.6]

T When Ordering Add the Correct (-9x) Suffix to Model

Min.BHP Number Indicating Material Selection (Ex. 3682-95).
Modet| curve | suce | ois+ | @3aq0 hew s?;ss\f\)n. e t52.95) Vitom comle ts0sm 00y et 2N
5034 c 1% 1% 3.35 38 XB (-97) Cast Bronze Casing with Stainless Steel Impeller, Pedestal
3694 B 1% 1 1.95 13 with Viton® Seals
3682 A 3/4 1/2 0.58 10 XSS (-98) Cast Stainless Steel Construction with Viton® Seals
() Standard NPT (Female) pipe thread. (Check Pricebook for Availability on Models)

NOTE: Dimensions are in inches (centimeters) and have a tolerance of £ 1/4”.
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Standard Features

* 300 Series Investment Cast Stainless Steel, Stainless Steel * 3/4" to 1-1/2" NPT Suction Ports
Fitted Cast Iron or Cast Bronze Construction *+ 1/2" to 1-1/4" NPT Discharge Ports
(See Pricebook for Specific Model Availability) « Maximum Working Pressure:

* General Service 75 PSI

* Mechanical Seal:
« Self-cleaning Impeller on General Service Models

* Cast Iron Buna-N (3682-95)
) Vitonfj (5034-95) * Maximum Flow 146 GPM

" Stainless Steel V?toni’ » Maximum Head 126 Ft.

* Cast Bronze Viton®

« Optional Silicon Carbide * QSP - Quick Ship Pump for Many Models
* Maximum Temperature:

* Buna-N 180° F

* Viton® 200° F
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