
                  
 
 
 
 
 
 

 
 

 

Process Filtration 
From Pure to Sterile 

 

  
PF-EG 0320 – 3040 – Series Large Multiple Housings 

 

• Range of stainless steel housings for liquid 
filtration in a broad variety of applications 

• Surface mechanical polished  

• Internal surface finish Ra < 0.8 µm 

• Code 7 filter – element connection 

• Several housing connections available 
(Milk-pipe / Clamp / Butt-weld / Flange EN1092-1) 

• Complete stainless steel 316L / 1.4404
 construction 

• Standard version with drain- and vent-ports 
1 ½” Clamp Connection delivered with blind – 
clamps on drain- and vent-ports 

• Housings are certified according ATEX Class 2 

• ATEX Classification: Ex II 2GD IIC 
 
 

MAIN FEATURES AND BENEFITS: 
 

 

Donaldson Filtration Deutschland GmbH 
Büssingstr. 1 
42781 Haan  
Germany 
 
 
Web: www.donaldson.com 
 

 

INDUSTRIES: 
 

• Beverages 
 

• Dairy and Food Processing 
 

• Chemical 
 

• Pharmaceutical 
 
 

 



TECHNICAL DATA  
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

                                                           
 

Process Filtration                                                  PF-EG 0320 - 3040 
 

Max. operating 
pressure for 
liquids: 
 

-20°C to +40°C 
10 barg 
 

Up to +150°C 
4 barg 
 

Max. operating 
pressure  
for saturated 
steam: 
 

4.0 barg / 150°C 
 

 

Test pressure: 20 barg  

Material housing: 
 

1.4404 / 316L  

Surfaces: etched. passivated and mechanical polished  

 

Pos. Item description 
6 filter element 

5 leg 

4 lower housing part 

3 O-ring 

2 clamp bolt 

1 upper housing bowl 
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 DIMENSIONS HOUSING AND CONNECTIONS 
 

 
 

Housing 
[Standard]

No of cartridge 
x height

R [mm] S [mm] N [mm] C [mm] E [mm] Volume [L] PED Cat.

PF-EG 0320 3 x 20" 1065 540 12,6 I
PF-EG 0330 3 x 30" 1314 790 17,8 I
PF-EG 0340 3 x 40" 1564 1040 23,1 II

PF-EG 0520 5 x 20" 1075 540 20 II
PF-EG 0530 5 x 30" 1325 790 29,1 II
PF-EG 0540 5 x 40" 1575 1040 38,2 II

PF-EG 0820 8 x 20" 1096 540 35,5 II
PF-EG 0830 8 x 30" 1345 790 49,7 II
PF-EG 0840 8 x 40" 1596 1040 63,9 II

PF-EG 1230 12 x 30" 1430 790 88 II
PF-EG 1240 12 x 40" 1680 1040 112 III

PF-EG 1830 18 x 30" 1450 790 115 III
PF-EG 1840 18 x 40" 1700 1040 146 III

PF-EG 2430 24 x 30" 1470 790 151 III
PF-EG 2440 24 x 40" 1720 1040 190 III

PF-EG 3030 30 x 30" 1500 790 235 III
PF-EG 3040 30 x 40" 1750 1040 293 III

Dimensions PF-EG 0320 - 3040
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PART-NO. STANDARD-VERSIONS 
 

 
Part-No. Housing Connection In- / Outlet Part-No. Housing Connection In- / Outlet
1C072600-C15 PF-EG 0320, 2 drains CLAMP 1,5" 1C072610-C25 PF-EG 1230, 2 drains CLAMP 2,5"
1C072600-F40 PF-EG 0320, 2 drains FLA DN40 1C072610-F65 PF-EG 1230, 2 drains FLA DN65
1C072600-M40 PF-EG 0320, 2 drains MILKPIPE DN40 1C072610-M65 PF-EG 1230, 2 drains MILKPIPE DN65
1C072600-W38 PF-EG 0320, 2 drains BUTT WELD 38,1 x 1,65 1C072610-W63 PF-EG 1230, 2 drains BUTT WELD 63,5 x 1,65
1C072601-C15 PF-EG 0330, 2 drains CLAMP 1,5" 1C072611-C25 PF-EG 1240, 2 drains CLAMP 2,5"
1C072601-F40 PF-EG 0330, 2 drains FLA DN40 1C072611-F65 PF-EG 1240, 2 drains FLA DN65
1C072601-M40 PF-EG 0330, 2 drains MILKPIPE DN40 1C072611-M65 PF-EG 1240, 2 drains MILKPIPE DN65
1C072601-W38 PF-EG 0330, 2 drains BUTT WELD 38,1 x 1,65 1C072611-W63 PF-EG 1240, 2 drains BUTT WELD 63,5 x 1,65
1C072603-C15 PF-EG 0340, 2 drains CLAMP 1,5" 1C072612-C25 PF-EG 1830, 2 drains CLAMP 2,5"
1C072603-F40 PF-EG 0340, 2 drains FLA DN40 1C072612-F65 PF-EG 1830, 2 drains FLA DN65
1C072603-M40 PF-EG 0340, 2 drains MILKPIPE DN40 1C072612-M65 PF-EG 1830, 2 drains MILKPIPE DN65
1C072603-W38 PF-EG 0340, 2 drains BUTT WELD 38,1 x 1,65 1C072612-W63 PF-EG 1830, 2 drains BUTT WELD 63,5 x 1,65
1C072604-C20 PF-EG 0520, 2 drains CLAMP 2" 1C072613-C25 PF-EG 1840, 2 drains CLAMP 2,5"
1C072604-F50 PF-EG 0520, 2 drains FLA ANSI 2" 1C072613-F65 PF-EG 1840, 2 drains FLA DN65
1C072604-M50 PF-EG 0520, 2 drains MILKPIPE DN50 1C072613-M65 PF-EG 1840, 2 drains MILKPIPE DN65
1C072604-W51 PF-EG 0520, 2 drains BUTT WELD 50,8 x 1,65 1C072613-W63 PF-EG 1840, 2 drains BUTT WELD 63,5 x 1,65
1C072605-C20 PF-EG 0530, 2 drains CLAMP 2" 1C072614-C25 PF-EG 2430, 2 drains CLAMP 2,5"
1C072605-F50 PF-EG 0530, 2 drains FLA ANSI 2" 1C072614-F65 PF-EG 2430, 2 drains FLA DN65
1C072605-M50 PF-EG 0530, 2 drains PF-EG0530 MILKPIPE DN50 1C072614-M65 PF-EG 2430, 2 drains MILKPIPE DN65
1C072605-W51 PF-EG 0530, 2 drains BUTT WELD 50,8 x 1,65 1C072614-W63 PF-EG 2430, 2 drains WELD 63
1C072606-C20 PF-EG 0540, 2 drains CLAMP 2" 1C072615-C25 PF-EG 2440, 2 drains CLAMP 2,5"
1C072606-F50 PF-EG 0540, 2 drains FLA ANSI 2" 1C072615-F65 PF-EG 2440, 2 drains FLA DN65
1C072606-M50 PF-EG 0540, 2 drains MILKPIPE DN50 1C072615-M65 PF-EG 2440, 2 drains MILKPIPE DN65
1C072606-W51 PF-EG 0540, 2 drains BUTT WELD 50,8 x 1,65 1C072615-W63 PF-EG 2440, 2 drains WELD 63
1C072607-C20 PF-EG 0820, 2 drains CLAMP 2" 1C072616-C30 PF-EG 3030, 2 drains CLAMP 3"
1C072607-F50 PF-EG 0820, 2 drains FLA DN50 1C072616-F80 PF-EG 3030, 2 drains FLA DN80
1C072607-M50 PF-EG 0820, 2 drains MILKPIPE DN50 1C072616-M80 PF-EG 3030, 2 drains MILKPIPE DN80
1C072607-W51 PF-EG 0820, 2 drains BUTT WELD 50,8 x 1,65 1C072616-W76 PF-EG 3030, 2 drains BUTT WELD 76,2 x 1,65
1C072608-C20 PF-EG 0830, 2 drains CLAMP 2" 1C072617-C30 PF-EG 3040, 2 drains CLAMP 3"
1C072608-F50 PF-EG 0830, 2 drains FLA DN50 1C072617-F80 PF-EG 3040, 2 drains FLA DN80
1C072608-M50 PF-EG 0830, 2 drains MILKPIPE DN50 1C072617-M80 PF-EG 3040, 2 drains MILKPIPE DN80
1C072608-W51 PF-EG 0830, 2 drains BUTT WELD 50,8 x 1,65 1C072617-W76 PF-EG 3040, 2 drains BUTT WELD 76,2 x 1,65
1C072609-C20 PF-EG 0840, 2 drains CLAMP 2" other connection-dimensions on request
1C072609-F50 PF-EG 0840, 2 drains FLA DN50
1C072609-M50 PF-EG 0840, 2 drains MILKPIPE DN50
1C072609-W51 PF-EG 0840, 2 drains BUTT WELD 50,8 x 1,65  
 

   PART-NO. SERVICE KITS SILICONE 
 
Part-No Service Kit for housing size Connection
1C072600-AS SERVICE KIT PF-EG 0320-0340 STD*
1C072601-AS SERVICE KIT PF-EG 0320-0340 Flange
1C072604-AS SERVICE KIT PF-EG 0520-0540 STD*
1C072605-AS SERVICE KIT PF-EG 0520-0540 Flange
1C072607-AS SERVICE KIT PF-EG 0820-0840 STD*
1C072608-AS SERVICE KIT PF-EG 0820-0840 Flange
1C072610-AS SERVICE KIT PF-EG 1230-1240 STD*
1C072611-AS SERVICE KIT PF-EG 1230-1240 Flange
1C072612-AS SERVICE KIT PF-EG 1830-1840 STD*
1C072613-AS SERVICE KIT PF-EG 1830-1840 Flange
1C072614-AS SERVICE KIT PF-EG 2430-2440 STD*
1C072615-AS SERVICE KIT PF-EG 2430-2440 Flange
1C072616-AS SERVICE KIT PF-EG 3030-3040 STD*
1C072617-AS SERVICE KIT PF-EG 3030-3040 Flange

* STD= MILKPIPE / BUTT WELD / CLAMP
Other materials on request  
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   PART-NO. ACESSOIRIES (NOT INCLUDED IN SCOPE OF SUPPLY) 
 

     

Manometer + hygienic 
Valve Clamp DN40

Manometer / Sightglass + 2 
x hygienic valve Clamp 

DN40
Manometer + Ball 
Valve Clamp DN40

Manometer / Sightglass + 
Ball Valve Clamp DN40

Sampling Valve 
Clamp DN40

1C311116 1C311157 1C311115 1C311154 1C311153  
 
 

 
Disc Valve Clamp 

 
Ballvalve Drain Clamp DN40 

1C311121 1C311158 
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Technical alterations reserved 09/2014 

• For information on integrity test equipment or integrity test services,  
      please contact your Donaldson Sales Engineer and visit our website  

at www.donaldson.com! 
(F119029 - Rev.02– 10/2016) 

 


