
May. 15th, 2025 

New Model Announcement for TW-3, TW-5, TW-6.5, TW-9 & TW-15 

Dear valued customer, 

Thank you for your continued support of our Tigon Balancers. We would like to inform you that we 

upgraded our TW-3, 5, 6.5, 9 & 15 with an improved design. Beginning May 2025, we will start to ship out 

the new models. The details are as below: 

1. Models to be discontinued

TW - 3 (Capacity : 2.2 ~ 6.6 lb / 1.0 ~ 3.0 kg), TW - 5 (Capacity : 5.5 ~ 11.0 lb / 2.5 ~ 5.0 kg) 

TW - 6.5 (Capacity: 8.8 ~ 14.3 lb /4.0 ~ 6.5 kg), TW - 9 (Capacity: 10.0 ~ 20.0 lb /4.5 ~ 9.0 kg) 

TW - 15 (Capacity : 19.8 ~ 33.0 lb /9.0 ~ 15.0 kg) 

2. New model ( "C" Type )

Old model 

TW-3 

TW-5 

TW-6.5 

TW-9 

TW-15 

-+ 

-+ 

-+ 

-+ 

-+ 

New model Changes 

TW-3C Longer Stroke (5.57ft / 1.7m) 

TW-SC Longer Stroke (5.57ft / 1.7m) 

TW-6.5C Longer Stroke (5.57ft / 1.7m) 

TW- 9C Longer Stroke (5.2ft / 1.6m) 

TW - 15C Longer Stroke (5.2ft / 1.6m) 

• All older models of TW-3, 5, 6.5, 9 & 15 will be supplied until June 2025 (per order basis)

• Please refer to the PDF for all the improvements on TW-3C, SC, 6.SC, 9C, 1 SC and specs.

3. Reason of discontinuation

The new model improvements include longer stroke, hand adjustable knob for tension and safety,

enclosed case and cable guide protection to highlight the major changes.
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ITEM WEIGHT CAPACITY STROKE WEIGHT 

TW-9C 4.5~9.0(Kgf) 44~88(N) 1.6 m (5.2 ft) 

 WIRE DIAMETER  

4>3.2 3.7 Kg/ 7.9 lb 

TW-15C 9.0~15.0(Kgf) 88~147(N) 1.6 m (5.2 ft) 4>3.2 4.0 Kg/ 8.8 lb 




