Features:

- 7-gallon (26.5 liter) capacity
- 14 gauge steel (powder coated white) or 304 stainless steel
- Pad-lockable
- Integral grounding stud
- Drain located in front center
**External Options**

- **715F-TK2**
  - 7-gallon (26.5 liter) capacity
  - 14 gauge steel (powder coated white)
  - 2” back connection
  - In-wall flush mount

*See back page for dimensions.*

**Internal Options**

- **715FS-TK2**
  - 7-gallon capacity (26.5 liter)
  - 304 stainless steel
  - 2” back connection
  - In-wall flush mount

*See back page for dimensions.*

### Connections

- **Component Size**: 2”-2” components
  - 2” transition between outlet fitting and ball valve.

### Model Number

<table>
<thead>
<tr>
<th>Model Number</th>
<th>Size</th>
<th>Description</th>
<th>Weight (lbs)</th>
</tr>
</thead>
<tbody>
<tr>
<td>715F-TK2-2QQB</td>
<td>2”-7 gal.</td>
<td>In-wall, back connection w/ 2” AL female QD coupler, BR ball valve, hand pump</td>
<td>162.0</td>
</tr>
<tr>
<td>715F-TK2-2MGB</td>
<td>2”-7 gal.</td>
<td>In-wall, back connection w/ 2” AL male QD adaptor, BR ball valve, hand pump</td>
<td>162.0</td>
</tr>
<tr>
<td>715F-TK2-2DBB</td>
<td>2”-7 gal.</td>
<td>In-wall, back connection w/ 2” dry disc adaptor, BR ball valve, hand pump</td>
<td>160.0</td>
</tr>
<tr>
<td>715FS-TK2-2SS0</td>
<td>2”-7 gal.</td>
<td>In-wall, back connection w/ 2” SS female QD coupler, SS ball valve</td>
<td>129.0</td>
</tr>
<tr>
<td>715FS-TK2-2SSB</td>
<td>2”-7 gal.</td>
<td>In-wall, back connection w/ 2” SS dry disc adaptor, SS ball valve</td>
<td>129.0</td>
</tr>
</tbody>
</table>

*Consult Price List for additional options.